
Operating TEMPRATURE
-10°C-+40°C

IP RATING
IP 65

BATTERY type
Intrinsically safe
      740mAH 

Dimensions
109.6mm×71.0mm×27.8mm

/4.3in.×2.7in.×1.0in

INFINITY DIGITAL CAMERA EX CAM110

INTRINSICALLY SAFE EXPLOSION-PROOF

DIGITAL CAMERA EX CAM110 



Model
Weight
Explosion-proof mark
Certification number
Effective pixels 

INFINTY Digital Camera Ex-Cam110
203g (including battery and memory card) 
Ex ib IIC T4 Gb    
***Under Certification***
16.4 megapixel (MP)

SYSTEM SPECIFICATIONS

1/2.3-in. square pixel CMOS with primary color filter 

Internal memory (approx. 90MB) 

SD / SDHC / SDXC memory card (Expandable upto 128 GB)

• Still pictures: Exif 2.3 JPEG (compressed)

• Movies: MOV (H.264)/Linear PCM/monaural sound

Fujinon 5X optical zoom lens

About 2 times (combined with 5 times optical zoom, the maximum

is about 10 times)

TTL 256 zone metering

Program AE

Image sensor 

Storage media

File Formats

Lense Name

Digital zoom Super 

resolution zoom:

Exposure control:

Exposure mode:

Shooting modes Portrait, landscape, sports, night scene, night scene

(tripod), sunset, snow scene, beach, diving, diving (macro),

party, flower, text

(Automatic mode) 1/4 second to 1/2000 second, (all other modes)

4 second to 1/2000 second

Single AF/Continuous AF

Shooting Modes:

Shutter Speed

Focus Mode

Intelligent Scene Recognition

Built-in intrinsically safe Flashlight Function

3.0-inch 920,000-pixel TFT color display, about 97% coverage,

100% playback display

White Balance 

Intrinsically safe Ex-NP-45S rechargeable battery -2 , 

AC power adapter and cable -1,

16GB Memory card -1

battery charger-1

camera strap -1

Built-in intrinsically safe LED flash

Disabled as per request

LCD Display

OTHER

VIDEO SHOOTING

SUPPLIED ACCESSORIES

Flash

Wireless

4K 3840×2160 (15P)

Full HD 1920 x 1080 60p/30p (up to 29 minutes)

HD 1280 x 720 60p

640 x 480 30p

Video shooting

INFINITY DIGITAL CAMERA EX CAM110

BASIC INFORMATION

WATERPROOF
DUSTPROOF
FREEZEPROOF




